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ROUTE No.|  SECTION couNTY sitets | o
3737 [97-00072-00-FP|  COOK 66 5
STA T0 STA.
FED. ROAD DIST. NO. ILLINOIS FED AID PROJECT
€-91-313-02 M—8003 (235)
FINISH PAVEMENT GRADE SHALL CONTRACT NO. 83772
BE 1/4” HIGHER THAN THE
. GUTTER FLAG (SEE IDOT
66 56 STD. B06001-G2) (TYP.)
R.OW-
33 c/L 33 R(':O/‘ZV‘
R.O.W.—C/L C/L-RO. . .
/ / FFINISH PAVEMENT GRADE SHALL 33 | 33
BE 1/4" HIGH(ER THAN THE I
20° 200 GUTTER FLAG (SEE I1DOT . . 13 13 & VARIES
STD. 606001-02) (TYP.) 10 S | |
E—C/L , [ E~C/L
3.5
158" ! 1.58"
~~~~~~~~ s VARIES FFURNISHING AND PLACING TOPSOIL, 4”
‘ = T - —2%10 2% AND SEEDING, CLASS 2A (TYP.)
FURNISHING AND PLCING -/ EN im0 oty b B e e
TOPSOIL, 4" AND SEEDING, PROPOSED PQRTLAND N
CL 2A (TYP.) CEMENT CONGRETE SIDEWALK, 5
PROPOSED 8" PORTLAND CEMENT } .
CONCRETE PAVEMENT, JOINTED | A&cg;ggﬁﬁums COURSE, TYPE B4 (TYP.)
. PGES*+ PROPOSED 2” BITUMINOUS (
PROPOSED 4" AGGREGATE CONCRETE SURFACE COURSE,
SUBGRADE, TYPE B SUPERPAVE, MIX. "C", N50 PROPOSED 2" BITUMINGUS SURFAGE
COURSE, SUPERPAVE, MIX "C’, N50
PROPOSED COMBINATION CONCRETE PROPOSED 8" AGGREGATE
CURB AND OUTTER TYPE B-6.12 BASE COURSE, TYPE B PROPOSED 6 3/4" BITUMINGUS CONCRETE
(FLAG DEPTH = 9") BINDER COURSE, SUPERPAVE, IL. 18.0, N50
PROPOSED TYPIGAL SEGTION PGES*# PROPOSED 12" AGGREGATE
LOCKWOOD AVENUE SUBCRADE
STA. 83495 TO STA. B4+30 PROPOSED COMBINATION CONCRETE
CURB AND GUTTER TYPE B-6.12
(FLAG DEPTH = 9")
PROPOSED TYPICAL SECTION
LOCKWOOD AVENUE
STA. 35+57 TO STA. 39+17
STA. 49+08 TO STA. 52405
STA. 54+34 TO STA. 56+85
STA. 60+13 TO STA. 65+22
STA. 68+98 TO STA. 78+55
FINISH PAVEMENT GRADE SHALL
BE 1/4" HIGHER THAN THE
GUTTER FLAG (SEE IDOT
STD. 606001-02) (TYP.)
66’
ROW.
33 . 33
VARIES VAR}ES
-1 13-4 oz -1
THRU LANE LEFT JURN | THRU LANE
VARIES LANE
! 5
0.50' 70 3. VARIES ! .
AGGREGATE SURFACE COURSE, PROPOSED PORTLAND
TYPE B (10" DEPTH) ! CEMENT CONCRETE SIDEWALK, 5"
LIMESTONE SCREENINGS ONLY | (STA. 78+55 — STA. 81+24
QC/QA BITUMINOUS MIXTURE SCHEDULE O NG o | ¢ )
QC/QA BITUMINOUS PAY ITEMS QUANTITIES CONVERSION FACTOR | TONS - . AGGREGATE BASE COURSE,
— PROPOSED 2" BITUMINOUS PROPOSED 2" BITUMINOUS SURFACE TYPE B—4" (TYP.)
CLASS D PATCHES, TY 1, 9-INCH 7 SQ. YD. 0.345 TONS/SQ. YD. 3 CONCRETE. SURFACE. COURSE, COURSE, SUPERPAVE, MIX "C", N50 {INGIDENTAL)
CLASS DE PATCHES, TY 11 8-INCH 12 SQ. YD. 0.345_TONS/SQ. YD. 5 SUPERPAVE, MIX. "C’, N50 PROPOSED 6 3/4* BITUMINOUS CONCRETE
Y - 1 YD, ) . YD, STA. 78+55 TO STA. 81+50, "
CLASS D PATCHES, TY 111, 9—INCH — 5 50 0.345_TONS/SQ. YD. 6 ( ) BINDER COURSE. SUPERPAVE. IL-18.0. NSO FURNISHING AND PLACING TOPSOIL, 4
BITUMINOUS CONCRETE SURFACE COURSE, SUPERPAVE, MIX "C', NSO | 3012 TON 3012 AND SEEDING, CLASS 2A (TYP.)
BITUMINOUS CONCRETE BINDER COURSE, SUPERPAVE, IL-19.0, N50 7716 _TON 7716 ) PROPOSED 8 AGGREGATE PROPOSED 12" AGGREGATE
TOTAL QC/QA BITUMINOUS QUANTITY (TON) 9360 BASE COURSE, TYPE B SUBGRADE
PROPOSED COMBINATION CONCRETE
CURB AND GUTTER TYPE B-6.12
(FLAG DEPTH = 8")
PROPOSED TYPICAL SECTION
LOCKWOOR AVENUE
STA. 78+55 TO STA. B3+95
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